












Anemometric Station
This station allows users to monitor local wind speed, which could pose risks to the structures. If 
necessary, alarms are remotely transmitted to the trackers, ensuring safe and e�cient operation.

Main features:
•	Power supply: single-phase 220V AC
•	Communication: Zigbee, no communication cabling required 

Network Controller
Acts as a gateway between the trackers’ Zigbee network and the plant’s ethernet network. This 
enables monitoring via SCADA software. It is also essential for collecting and storing plant data.

Main features:
•	Power supply: single-phase 220V AC, with backup battery
•	Communication: Zigbee and ethernet
 
 

Tracker Controller
Responsible for the operation of a tracker by executing algorithms that determine the optimal 
angle for solar tracking. It also controls the geared motor to position the tracker.

Main features:
•	Power supply: self-powered, with a built-in 6A/h internal battery and its own photovoltaic 

module, providing autonomy from the solar park’s electrical grid
•	Communication: Zigbee, no communication cabling required

Automation
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For more 
information, 
visit our website 
using the QR 
code. 

Talk to our specialists: 
(+55) 27 2103-9430
comercial@brametal.com.br

@brametal @brametalsa

Brametal Solar, 
strengthening the path 
of renewable energy
Forged to meet your project

brametal.com.br
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